


General Size
Coil Material Production Line

Standard Accessory

Thickness : 0.3~2.3 mm
Width : 300~800 mm

1. Electric eye loop control system

2. Feed and straightener rolls with a hard chrome plated
3. Outgoing catenary 1o assist and support the material
4. Power arm hold down device

5. Feeding line can be easily adjusted by advance worm
gear screw jacks device

6. Uncoiler with inverter control
7. Reference indicator adjuster

8. Inverse curve roll-easy to set up the up curve or down
curve feading exit direction

9. Uncoiler with air disc brake device
10. Coil side guide

TLN2 Seazs=m

Standard Accessory

Thickness : 0.3 ~ 3.2 mm
Width : 300 ~ 800 mm

1. Electric eye loop control system

2. Feed and straightener rolls with a hard chrome plated
3. Qutgoing catenary to assist and support the material
4. Power arm hold down device

5. Feeding line can be easily adjusted by advance worm
gear screw jacks device

6. Uncoiler with inverter control
7. Reference indicator adjuster

8. Inverse curve roll-easy to set up the up curve or down
curve feeding exit direction

9. Threading tables device
10. Coil tip flattness device
11. Uncoiler with air disc brake device
12. Coil side guide




Heavy Duty Metal

Coil Material Production Line

TLN3 Saarmm

Standard Accessory
Thickness : 0.5 ~ 4.5 mm
Width : 300 ~ 600 mm

1. Electric eye loop control system

2. Fead and straightener rolls with a hard chrome plated
3. Qulgoing catenary to assist and support the material
4. Power arm hold down device

5. Feeding line can be easily adjusted by advance worm
gear screw jacks device

6. Uncoiler with inverier control
7. Reference indicator adjuster

8. Inverse curve roll-easy to set up the up curve or down
curve feeding exit direction

9. Threading tables device
10. Coil tip flattness device

11. Uncoiler with air disc brake device
12, Coil side guide

Standard Accessory
Thickness : 0.6 ~ 6.0 mm
Width : 400 ~ 1000 mm

1. Electric eye loop control system

. Feed and straightener rolls with a hard chrome plated
. Dutgoing catenary to assist and support the material

. Motor power arm hold down device

. Feeding line can be easily adjusted by advance worm
gear screw jacks device. The width over 800mm
include motor drive adjustment.

. Uncoiler with inverter contral
. Reference indicator adjuster
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. Inverse curve roll-easy to sel up the up curve or down
curve feeding exit direction

. Threading tables device
. Coil tip flattness device
+ Uncoiler with air disc brake device

. Acluster gear set maximizes transmission of
horsepower

. Straightener open device
. Coil side guide

Please log onto www.machinesources.com and key in the Video Serial No. m
to view online video clips. For further details, please visit www.toptran.com.tw




























