MECHANICAL SCRAP CHOPPER

The PfA Scrap Chopper has a
unigue helical-ground blade which
chops a wide variety of materials
from .004" [0.1mm) paper to 37167
(4.8mm) CRS without adjustment.
Once installed, any number of stock
thicknesses and widths can be fed
into the chopper without any
additional set-up time.

With a P/A Scrap Chopper
mountaed on your machine, you
aliminate the nead for air blow-offs,
sheet metal chutes, conveyors and
rakes used by operators to get the
scrap out of the tool area and into
containers.

Providing one chopper per prass
can save the cost of designing and
building guillotine choppers for
every die.

Rugged cast iron constructicn
with feww moving parts assures
maintenance-free production.

The Reel-Type scissor action reduces
off center loading by chopping a
width of only 14 times the
maximurm material thickneass at one
time regardless of total stock width.
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SPECIFICATIONS - USA

Max. Stock Stock Thickness Max. SPM ‘Shipping Dimensions {In.
Model Width (In.} Range (In.) Full Width Weight (Lbs.} A B C D E
5C-3 3 .004 _ 187 CRS 750 45 10.6 8.5 .75 68  2.4%
SC-6 & 004 - 187 CRS &50 2 13.6 11.5 E.84 6.8 2.45
SC-9 9 004 - 187 CRS ESD &0 16.6 14.5 .94 6.8 2.45
SC12 12 004 - 187 CRS 450 &8 19.6 17.6 £.03 6.8 2.45

SPECIFICATIONS - METRIC

Max. Stock Stock Thickness Max. SPM Shipping Dimensions {mm}
Model Width {mm} Range {(mm} Full Width Waight (Kg} A B c 1] E
5C-3 76 0.1 —-5.0 CRS 750 20 269 216 146 173 &2
5C4 152 0.1 —-5.0 CRS 550 24 345 292 148 173 &2
5C-9 229 0.1 -5.0 CRS 550 27 422 368 151 173 62
5C-12 305 0.1 -5.0 CRS 450 N 498 445 153 172 &2
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